
WRD-X
CUTPRO X MAX POLYMER CUTTING LINE

WRD-X / MAX SYNTHETIC CARRIER POLYMER LINE

Spider Line X Series
Mid-Gauge Precision MAX Line
The X series is the CutPro X MAX mid-gauge precision line for automotive

glass removal. XN96-96 is now supplied as the MAX version with 1.12 mm

maximum diameter, 365 lbs tensile strength, and a 170 kg maximum load

rating.

365 lbs

BREAKING STRENGTH

1.12 mm max

DIAMETER PROFILE

170 kg

MAXIMUM LOAD

Solid MAX braid

BRAID GEOMETRY

MAX production upgrade
XN96-96 is now supplied as the CutPro X

MAX version, delivering the updated

production specification in place of the

previous line.

Good molding salvage rate
Narrow cross-section cuts closely along

the glass edge, preventing damage to

expensive rubber seals and decorative

trim.

Reduced drag profile
Slices cleanly with lower drag

resistance, requiring less drill torque

and generating less friction heat.

Reliable reusability
Delivers up to 7 full windshield

extractions per segment, optimizing

cost-per-removal performance.

Diameter range 1.12 mm maximum

Breaking strength 365 lbs

Maximum load 170 kg

Braid geometry Solid MAX braid construction

Spool size options 96 meters (315 ft) MAX / 48 meters (157 ft) /

single cuts

Length markings XN96-96 MAX is unmarked; X-48 has 7 marked

lengths

Reusability rating Up to 7 cuts

Salvage rating Good (excellent for preserving encapsulates

and trim)

Spider 3 / 3M (WRD-S3 / S3M) Spider 4 / 4M (WRD-S4 / S4M)

Orange Bat (WRD-OB) Bison (WRD-BN)

- Encapsulated glass; Deploy the X series as your primary tool for

quarterside glasses and high-value encapsulated rear windows where

salvage is key.

- Warranty warning; Steel cutting wire will immediately strip and score

internal spool drives. Use only WRD-approved synthetic lines.

- Tuck properly; Use the Install Stick (WRD-IS) notches to feed the line

completely beneath the glass edge before tensioning to protect ceramic

frit bands.

CUT PRO PERFORMANCE LINE SELECTION GUIDE

LINE

SERIES

SKU PROFILE & BRAID DIAMETER STRENGTH REUSABILITY

SALVAGE

RATE

BEST FIT APPLICATION

FN9 Series WRD-FN9 Semi-flat carrier braid

1.05 mm (Semi-

flat)

515 lbs Up to 12 cuts Moderate

Apex line; high-torque shear on tough, aged

adhesives.

P10 Series WRD-P10 Thick solid braid 1.20 mm 468 lbs Up to 12 cuts Low Commercial buses, trucks, and heavy machinery.

P8 Series WRD-P8 MAX solid braid 1.10 mm max 430 lbs Up to 10 cuts Moderate

General passenger sedans & light trucks

(workhorse).

X Series WRD-X MAX solid braid 1.12 mm max 365 lbs Up to 7 cuts Good

Optimal mid-gauge balance; preserves

encapsulations.

SF 301

WRD-
SF301 Flat braid 0.85 mm (Flat) 270 lbs Up to 5 cuts Good Zero-clearance paths; slides between panels.

P6 Series WRD-P6 Ultra-thin precision

braid

0.65 mm 279 lbs Up to 4 cuts Great Luxury European imports with zero-tolerance gaps.

TECHNICAL SPECIFICATIONS COMPATIBLE SYSTEMS

FIELD OPERATION NOTES
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